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SPECIFICATION ASSISTANT
GG CONNECTOR

See the most common specification wording first, with explanations for possible modifications referenced by number.

BRAIDED FLEXIBLE CONNECTOR (1)
Braided flexible connectors shall consist of braided metal hose, with carbon steel inlet and outlet grooved end connections (2).  The connectors shall be engineered to move laterally (3), absorb vibration, and shall impart no thrust loads to system anchors (4).
Materials of construction of the braided connector hose to be corrugated stainless steel with a stainless steel braid.
Connectors shall be designed to meet the design pressure and temperature requirements for the system (5).
Braided flexible connectors shall be Flexicraft Industries, Model GG.
	
Explanations for Possible Alternatives
Modify the above wording for specific applications, after reading the below points referenced above.
1. This type of product is sometimes referred to as a pump or equipment connector but “Braided Flexible Connector” is considered the most descriptive.
1. The GG Flexible connector end fittings can be fabricated with alternate materials such as 304SS or 316SS upon request. 
1. The GG Flexible Connector is stocked in standard lengths and movements. Other lengths and movements are available upon request. Please consult the factory.  
1. The braiding absorbs the large pressure thrust load that is typically transmitted to the pipe anchors. The anchors may include equipment nozzles that have limited load capacity.
1. Specific pressures can be listed, but care should be taken as pressure ratings can vary by diameter and system design.
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